
NETWAY™ RG59 COAXIAL CABLE BCCS

Physical Characteristics

Number of Coax: 1 Conductor Material: Bare Copper Cover Steel (BCCS)

Total number of conductors: 1 AWG:20 (0.81mm)

Series type: Series 59 Stranding: Solid

Bending radius: 2.5"

Nominal Dimensions

Conductor :0.032inches (0.81mm)

Dielectric :0.144inches (3.66mm)

Shielded 

bonded laminated aluminum tape

Bare copper braid shield , 64 (0.16) 65%

Mechanical Characteristics 

Operating temperature :-40ºC to +80ºC

Minimum breaking 180 lbs 82Kg

Outer Jacket

Flame retardant polyvinylchloride (PVC)

Black Colour

Shielded 

bonded laminated aluminium tape

Bare Copper braid shileded , 64 (0.16)

Electrical Characteristics 

Nominal Impendance :75ohms+ - 3

Capacitance  :16.2 Dielectric

Velocity of propogation :85% Gas Foam Polyethylene

Attenuation (@68ºF.(20ºC))
(Mhz) (dB/100ft)

frequency Maximum 

50 1.80                   

200 3.27                   

470 5.22                   

860 7.33                   

1000 7.94                   

1350 9.59                   

1750 11.12                 

2150 12.46                 

Part Number Description Packing Colour

NWYCX59E Series 59 Coaxial Cable BCCS 305M/ Drum Black


