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Description

MAGNET offers the new and improved wireless 433Mhz auto gate remote control REM433. It has an ultra-strong
function and provides much convenience in your daily life. It supports remote and wirelessly controls your autogate,
garage door, electronic gates, electrical appliances and other telecommand equipment.

Technical Parameters

Description Parameters
Working Frequency 433Mhz
Working Voltage AC24V /12VDC

Receiver State NO (Normally Open) Dry Contact

Remote Battery A23/23A 12V Battery

Number of Key 2 Keys (Open / Close)
Dimension Remote - 36mm(W) x 16mm(H) x 56mm(L)

Receiver - 61mm(W) x 29mm(H) x 99mm(L)
Distance Remote Up to 30meter (Open space / No interference)
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Remote Frequency Settings

*Product performances is based on testing in a controlled environment. Your result may
vary due to several external and environment factors.

© COPYRIGHT 2023.This documentation served as a reference only. It is subject to change without further notice. All the diagrams and
information in this documentation may not be duplicated or modified in any form without the written approval from the management.

Wiring Connection

Note: It's Universal Remote that supports remote and wirelessly controls your autogate, garage door,
electronic gates, electrical appliances and other telecommand equipment.

Frequency Settings:

- DIP Switch Settings for both Remote and
Receiver must be the same in order for
remote to send signal to receiver

- Please note that the DIP Switch default
settings on the Receiver are from Factory.
The setting differs for every Receiver
purchase, and please don’t change the Dip
Switch Set.Receiver Remote


